
REVERSE AIR FLOW
The BX-Series radiator is positioned 
in the middle of the tractor rather than 
the front. So, airflow is taken in from 
the operator area and pushed towards 
the front of the hood. This reduces 
overheating, prevents grass from 
getting in the radiator grill and helps 
the operator stay cooler.

4WD
Kubota BX-Series tractors 
also feature a rugged and 
sturdy 4-wheel drive (4WD). 
This gives BX tractors far 
greater traction and is essential 
for heavy-duty front-loader 
work and for operating other 
implements.
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FRONT IMPLEMENT
4-POSITION CONTROL VALVE
Our standard front 4-position valve provides 
you with the ability to attach the front loader and 
other front-mounted implements quickly and 
easily. Furthermore, the valve does not get in the 
way and gives the tractor a clean and sleek look.

to their limits, allowing you to work longer and more 
efficiently. Diesel engines also boast far lower fuel 
consumption than petrol engines—typically using 
20% to 30% less fuel. Lastly, diesel engines typically 
require far less maintenance, and don’t require the 
fuel to be replaced even after long-term storage.

Source: Kubota internal test results
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COMPACT BODY
Though significantly more powerful, the BX-Series tractors are 
similar in body length to that of a standard garden tractor. This 
makes the BX easy to drive, and gives you smooth operation 
even in tight spaces. Despite their compact stature, BX-Series 
tractors are surprisingly roomy and comfortable.

SPACIOUS OPERATOR AREA
The pedal layout on BX-Series tractors 
helps aid operator comfort. The forward 
and reverse HST pedals are split and 
the differential lock is located on the left 
side of the operator platform. This design 
provides a larger deck area, which offers 
more foot room, eliminating the cramped 
feeling of most other tractors in this class.

DELUXE HIGH-BACK SEAT AND 
HIGH-BACK RECLINING SEAT
Your high-back seat, 
standard on the BX1860/
BX2360/BX25, provides you 
with soft cushioning and 
superior thigh support for 
exceptional comfort during 
operation. The seat of the 
BX2660 takes comfort a 
step further, with a luxurious 
reclining feature that can be 
adjusted to your 
natural posture.

HAND RAIL

CUP HOLDER

METAL BONNET / FENDERS

A
ors
ward 
d
left

esign 
offers 
mped
class.

A tractor designed as 
much for comfort and 
ergonomics as for power 
and utility.

BX2660 seat shown.
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CRUISE CONTROL
For carefree mowing of large 
spaces, set the BX-Series’ 
cruise control to maintain 
a constant speed without 
keeping your foot on the 
forward pedal. (Optional on the 
BX1860)

DIGITAL TACHOMETER 
The BX-Series tractors feature 
a digital tachometer that offers 
operators precise monitoring 
of engine revolutions, 
especially when operating 
the PTO. When the engine 
is off, the digital tachometer 
displays the hour meter.

DC OUTLET

2-PEDAL HST OPERATION
When frequent changes 
in speed and direction are 
needed, HST responds with 
its smooth operating forward 
and reverse pedals, leaving 
your hands free for steering 
and implement control. 

HYDROSTATIC POWER 
STEERING
A standard feature on all 
BX-Series tractors, power 
steering makes steering 
practically effortless, thus 
reducing stress and fatigue.

EASY-READ INSTRUMENT PANEL AND LIGHT SWITCH
A clear and simple instrument panel, with a digital 
tachometer, makes it easy to read all vital tractor functions. 
The light switch and hazards are also combined to one 
switch for easy operability.

DELUXE LEVER GUIDE
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STANDARD DECK
This 3-blade mower offers a wide cutting area, 
allowing you to cut more grass in a single pass. 
Choose a 54” deck for the BX1860 or a 54”/60” 
deck for the BX2360/BX2660/BX25.

H-SHAPED STAND FOR EASY 
ATTACH/DETACH
The BX front loader has an H-shaped stand, 
which makes it easy to attach and detach. 
This design also provides better protection 
for hoses when the loader is folded.

D DECK
mower offers a wide cutting area, 

MOWING-HEIGHT 
ADJUSTMENT DIAL
A simple twist of the dial adjusts 
the mower height in ¼” increments 
to your desired cutting level.

Choose between two mower 
deck widths to match your 
mowing needs and environment.

Bring professional functionality 
to your BX with this rugged and 
sleek front loader.
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DURABLE SHAFT DRIVE
The BX-Series’ shaft drive 
delivers power smoothly from 
the mid-PTO to the mid-mount 
mower. Unlike belt drives, there 
is no slippage and maintenance 
is minimal.

HIGH CLEARANCE
The high clearance of BX-Series 
tractors makes it easier to travel 
and mow over uneven ground 
or over raised obstacles such 
as curbs. All BX models offer a 
clearance of 6 inches.

GRASS CATCHER
Our hard-shell, easy to attach, 
grass catcher gives you clean 
professional mowing results 
every time.

EASY ATTACH/DETACH
Implements such as the loader 
or mower can be attached and 
detached quickly and easily—
saving you time and effort.

FRONT GUARD 
(OPTION)

HOSE PROTECTION
The loader hoses are tucked 
inside the boom for greater 
protection and better visibility.

ROUNDED BOOM
The BX’s rounded boom perfectly complements 
the overall tractor design. But its benefits don’t 
end there. It also offers greater visibility.

6 in.
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FOLDABLE ROPS
A foldable, quick-adjust Rollover 
Protective Structure comes standard 
on the BX25. Fold it from 180° to 90° 
without tools.
(Note: Kubota recommends that the 
ROPS be in the up position during all 
operations.)

REVERSIBLE SEAT
Switching from loader use to 
backhoe use is as simple as lift and 
spin. The BX25’s seat easily shifts 
forward and back.

FRONT GUARD
A sturdy and distinctive front grill 
guard protects the front end, which 
has been rounded to match the 
tractor’s modern design.

FRONT IMPLEMENT
4-POSITION CONTROL VALVE
Our standard front 4-position valve provides you with 
the ability to quickly and easily attach the front loader 
and other front-mounted implements. Furthermore, 
the valve does not get in the way and gives the 
tractor a clean and sleek look. 
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SPECIFICATIONS

Tractor Specifications
Model
Engine

Type

Model

Engine gross HP at 3200 rpm

PTO horsepower at 3200 rpm

Displacement

Fuel tank capacity

Drive train
Transmission

Brakes

PTO

Rear

Mid

Hydraulics
Pump output

3-point hitch

Lift capacity @ 24" behind pin

Tyre size
Front Turf/Bar/Industrial

Rear Turf/Bar/Industrial

300

0 –13.5

0 –10.0

2425

1787 2170

220

2.3

-

kg

Litres/min.

Litres

kW (HP)

cc

Liquid-cooled, 3-cylinder diesel

HST, High-Low gear shift ( 2 forward / reverse )

Wet disc

Live independent, wet hydraulic clutch

STD (540 rpm)

STD (2500 rpm)

Category I Optional

Forward km/h

km/h

mm

mm

mm

mm

m

mm

kg

kg

Height with ROPS 

Wheelbase

Ground clearance (front axle)

Turning radius (w/o brake)

Length from front loader to folded backhoe

Tractor weight

Weight (w/ loader and backhoe)

Reverse

Dimensions
Length with 3-point hitch

Travelling speeds at 
 rated engine rpm (Turf)

kW (HP)
Kubota D902

1400

Steering Hydrostatic Power Steering

Tread Front

Rear

mm 930

mm

700

4442

1142

mmWidth (w/ turf tyre) 1130

Drive method 2WD and 4WD selection

*Foldable ROPS available on BX25 only. 
*The loader and backhoe come standard on the BX25 model.

BX25 Backhoe Specifications
BT601

Bucket cylinder digging force 

Dipperstick cylinder digging force
Boom swing mechanism
Shipping weight (with 12" bucket)
Transport height
Loading height
Digging depth
Swing pivot to rear axle center line

8610
5209

One cylinder

1719
1533
1842
726

Reach from swing pivot
Bucket rotation
Swing arc

2612
180
140

N

N

kg
mm

mm
mm

mm
degrees
degrees

Angle of departure

Bucket width

20.1

200, 300

degrees

mm

mm

Model

280

BX25BX2360BX1860

Kubota D902Kubota D722

719

13.4 (18.0)

24

600

-

-

10.2 (13.7)

898

17.2 (23.0)

25

13.2 (17.7)

898

17.2 (23.0)

13.2 (17.7)

16×7.5–8 / 16×7.5–8 / N.A.

24×12–12 / 24×12–12 / N.A.

18×8.5–10 / 18×8.5–10 / N.A.

26×12–12 / 26×12–12 / N.A.

N.A. / N.A./ 18×8.5–10

N.A. / N.A./ 26×12–12

0 –12.5

2340

1762

230

2.2

-

1340

880

820

570

-

0 –9.2

BX25 Loader Specifications
LA240

Max. lift height (to bucket pivot pin)
Dumping clearance
Dumping reach at max. lift height
Maximum dump angle
Reach with bucket on ground
Bucket rollback angle
Digging depth
Bucket width

1810
1330
665
45

1390
29
120
1230

Lift capacity (500mm fwd, max. height)

Breakout force (500mm fwd)
Raising time / lowering time (w/o load)
Bucket rollback time / dumping time

235

4410
2.9  / 2.9
1.5 / 1.4

mm
mm
mm
degrees
mm
degrees
mm

kg

N
second

second

mm

Lift capacity (pivot pin, max. height) 338kg

Model

BX2660

Kubota D1005

1001

19.0 (25.5)

14.5 (19.5)

630

-
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